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IMPORTANT SAFETY INSTRUCTIONS 



WHEN USING THIS DIGITAL CAMERA AND/OR ITS ACCESSORIES. BASIC 
SAFETY PRECAUTIONS SHOULD ALWAYS BE FOLLOWED. INCLUDING: 

• READ AND UNDERSTAND ALL INSTRUCTIONS. 

• SUPERVISE CLOSELY WHEN ANY DIGITAL CAMERA OR ACCESSORY IS USED 
BY OR NEAR CHILDREN. DO NOT LEAVE UNITS UNATTENDED WHILE IN USE, 
OR WITHIN THE REACH OF CHILDREN. 

• DO NOT CONNECT POWER SOURCES OTHER THAN THOSE SPECIFIED IN THE 
MANUAL. 

• DO NOT OPERATE DIGITAL CAMERA AND OR ACCESSORIES IF DROPPED, 
DAMAGED, OR WITH A DAMAGED CORD, UNTIL EXAMINED BY AN 
AUTHORIZED MINOLTA SERVICE FACILITY. 

• TO AVOID ELECTRIC SHOCK. DO NOT IMMERSE FLASH AND/OR 
ACCESSORIES IN WATER OR OTHER LIQUIDS. 

• TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT DISASSEMBLE DIGITAL 
CAMERA AND/OR ACCESSORIES. TAKE THEM TO AN AUTHORIZED MINOLTA 
SERVICE FACILITY WHENEVER SERVICE OR REPAIR IS REQUIRED. 
INCORRECT REASSEMBLY CAN CAUSC CLECTFHC SHOCK THE NEXT TIME THE 
UNIT IS USED. 

SAVE THESE INSTRUCTIONS 
CAUTION 

Danger of explosion rf battery Is Incorrectly Installed. 

Replace only with the same, or equivalent type, ballery recommended by Minolta. 
Dispose of used batteries according to the instructions on the battery. 



This equipment has been tested and found to comply with the imits (or a Class B digital 
cevice. pursuant lo Part 15 of the FCC rules. These limits are designed tn provide 
reasonable protection against harmlul interference In a residential Installation .This 
equipment generates, uses and can radiate radio frequency energy and, if not installed 
and used In accordance w/lh the instruction, may cause harmful interference tn radio 
communications. However, (here * no guarantee that interference will not occur in a 
particular installation. If this equipment does cause hannful interference lo radio or 
television reception, which can be determined by turning the equipment oft and on, the 
user is encouraged tn try to correct the interference by one or more of the loHowing 
measures: 



• Reorient or relocate the receiving antenna 

• Increase the distance between the equipment and the receiver. 

- Connect the equipment into an outlet on a circuit different from that to which the receivHr 
is connected. 

• Consult the dealer or an experienced radK>TV technician (or help. 

This digital apparatus does not exceed tnc Class B limits for radio noise emissions from 
digital apparatus as sal out in the Una rlerence-ca using equipment standard entitled 
"Digital Apparatus' tCES-003 of the Department of Communications. 



Tnank you lor purchasing the Mnoita RO-176 Digital Camarai. Piease take the time to 
reac tnrough this instruction manual, for it contains information that is important lor the 
piopei and safe use and care of your camera. Enjoy! 

The Minota RD-175 is a compact digital still video camera with the following features: 

• I he HIM 75 digital camera uses Inree CCD imaging arrays and a unique signal 
proccss>ng technique that allow it to photograph extremely high resolution linages, up to 
1 .75 million pixels per image. 

• The design of the RD-175 oSgtoi camera is based on the MAXUM 500si SUPER, and 
uses the same high performance autolocus and exousure systems I he RD-175 can 
also use lenses flashes, and other accessories designed for use with MAXUM 500si 
SUPER. 

• The RIM75 digilal camera is equipped with a SCSI-2 interface, and can be connected 
directly to your Macintosh. IBM PC. or IBM PC compatible persona! computer. 

• Ttw RD-175 digital camera r packaged with tne HDGrabber utility softwa-e. and the 
Adobe Photoshop"" plug-In software that allow you to display your images on your 
personal computer. 

This manual contains Information regarding products ioiioducec before September 1995. 
To obtain compatibility information lor products released after this date, contact the 
nearest authonzed Minolta Service Facility. 

Adobe l'nrtDshon lu is a registered trademark of Adobe Systems Inc 

Macintosh*" is a registered tradcmarn of Apple Computer, Inc. 

Other corporate names, and produd names, are alao registered Irademarks 



FOR PROPER AND SAFE USE 



STANDARD SYMBOLS 

Various symbols are used throughout this instruction manual, and the rroduct itself, 
for the proper and sale use of this product and to prevent personal injury, injury to 
others, and property damage. An explanabon of the symbols follows. Read and 
understand each caution thoroughly before reading the main text of this n struction 
manual 



WARNING 


Disregarding this warning may result in injury or death. 


A 

CAUTION 


Disregarding this caution may result in injury or property 
damage 




The outer triangle is for warning. The symbol inside illustrates 
what Is being warned against The example at left means beware 
of electnc shock. 




The circle with a diagonal slash Is for prohibition (don't do). The 
symbol inside illustrates what act is prohibited. The example at left 
means do not disassemble. 



The black circle indicates something you must do. The circle 
inside illustrates how it should be done. The example at left means 
you must hold the plug when removing it from the outlet. 
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SAFETY CAUTIONS FOR USE OF THE RD-175 DIGITAL CAMERA 

• Read and understand all caulfliis wkJ wamngs thoroughly before using this product 



A 


A 


I 

Do not touch rhB llashtiibe during operation - h may 
become hot when the flash Ires. 


A 


Do not looK directly at the sun through Ihe Inns nr 
viewfinrier 


WARNING 


A 


Do not subject the camera to direct sunlight. Fire may 
occur if the sunlight focuses at orw point. 



A 



C/MJT ON 



Do not Bra \\m Hash naar me eyes of peoole or animals, 
especially Infants and young children. Maintain u 
distance of one meter {thrRa f«Bt ) or greater 



• H the camera is dropped or subjected to an imoacl in 
which the interior is exposed. immBoiatBly remove lie 
batteries and discontinue use. 

• Do nol disaswimhie Call a Minolta 
Service Facility when repairs are 
required. 

Flectric shoe* may occur it a high 
-oltagc circuit inside the camera is touched. 




Don't walk while iooking through the lens or viewlinder, 
you may tnp and fall causing injury. 
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SAFETY CAUTIONS CONT. 



A 


A 


Read and follow all warnings supplied with the batteries. 
Batteries may explode due to Improper use. 


- Do not install naileries upside down ( - reversed). 

• Do nol use batteries with visible damage. 

■ Do not subject batteries to fire or hirjti lemperatiires. 

• Do not attempt to recharge short, or disassemble. 


CAUTION 




■ 

Carefully oDserve the following warnings when using Ihis product near 
young children or persons who may have a difficulty percieving the 
potential danger associated with these products. 


A 

WARNING 


A 


Use caulion. Always keep out of reach when not in use. 
It caution is not used, the following accidents, and 
others, may occur: 

• Flash fired near the eye 

• Fingers caught in a running molor. 

• Strap wound around the neck 


A 

CAUTION 




YOUNG CHILDREN MAY SWALLOW SMALL 
OBJECTS. 

Keep small accessories, nr things tnat could be 

swallowed, away torn young children. 

Contact a doctor immedialely if an object is swallowed. 


A 

BATTERY 
CAUTION 




YOUNG CHILDREN MAY SWALLOW BATTERIES. 
Keep batteries away from young children. 



SAFETY CAUTIONS FOR USE OF THE AC POWER ADAPTER AC -M51 5 

A WARNING 



A 


Use onty the inolcated voltage ^^S^^^ 


Do not place a container of water or other liquid on the 1 I 
product. II water or other liquid gets inside the product. ^.^.✓^ 
it may cause a short resulting in fire or electric shock 
immediately unplug, diaconlinue use. and contact a ^g^. 
Minolta Service facility. p5TL 


A 




Keep plug clean ot dust and dirt Insert plug complelely 
nto the electrical outlet. 


Do nol use extension cords, or multiple cord adapters. A 
Insert plug olrectly into wall outlet V 


Do nol misuse Ihe power cord. Damage to the cord 
may result in fire or electric shock 

Do not pertorm any nt the following acls lo ttie coed: 1 1 

• Scratch • McdiV • Cut ccrd o- replace plug 

• T .via . • Bend • Place a heavy object on 
• Pull • 1 leat 






Do not place unit in a dusty or humid area. ^^^^^ 



SAFETY CAUTIONS CONT. 



HANDLING CAUTIONS FOR THE RD-175 DIGITAL CAMERA 



■ink 



CAUTIONS 



• When pnotograph,ng In cold weather, we recommend that you keep the camera 
and spare batteries inside your mat to keep them warm when you are nol shooting. 
Cold ballenss mil regain seme of their charge when they warm up. 

• The low battery symbol may appaar even with a tresh battery depending on the 
To restore camera power, repeat turning the camera on and off 



■ TEMPERATURE AND CONDITIONS 
■ This digital camera is designed for use Irom 5 C to 40 X £41 c to 104 e F). 
• Never leave the digital camera where it may be subjected to extreme temperatures 
such as the glove compartment ol a car. 



• Al colder temperatures. The data panel response time will be slow; at higher 
temperatures, the display will temporarily darken, but will restore when the 

lurnpanmirB normalizes. 

• Never subject the digital camera to extreme humidity 

• To prevent condensation from forming, piece Hie digital camera in a sealed plastic 
bag when bringing H from the coid exterior tu a warm building. Allow it to come to 
room temperature before removing it bam Hie bag. 



HANDLING CARE 

• This digital camera is not waterproof, dustproof. or sand proof lake care when 
using at the beach or near water - costly or irreparable damage to the camera may 
occur. 

• Do not touch the lithium-mri battery contacts 
on the digital camera (snowing the I gurc to the 
right). The lithium-Ion battery conlacls can be 
seen when tne lithium-ion battery case Is 
removed. 
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HANDLING INSTRUCTIONS FOR THE NP-500H LITHIUM ION BATTERY 



PROHIBITIONS FOR H ANDLING OF LITHIUM ION BATTFRIF fi 

■ Never he;.t the batten, or expose H lc fire 

• Do not Disassemble or modify the battery 

• l)o not leave the battery In hot places, such as inside a car nr <n direct sunlight. 
Temperatures over 60 W C (140 F) may cause damage. 

• Do not allow necklaces, chains, or other metal items to come in contact with the 
battery's ■ and - terminals, as tins could lead to excessive heat. Are. or explosion of 
the battery. 

■ Do not allow the battery to come in contact with water Never use a wet battery. 

• Do not drop the oatlary, or subject it to mechanical shocks. 

• Do nor directly sokaer the battery. 



CHARGING 

• Use only tho battery charger specified. 

• Be sure lhal the battery terminals arc correctly aligned belore recharging. 

• Perform tho Charging within the temperature range ol 0"C to * 40*C (32*F to 104'F). 

DISC HARGING 

• Do not use the battery in devices not designed for Its use. 

• Avoid discharging the battery below 2.5V. Never discharge the battery below 1.0V. 

• Perform discharging within a temperature range of -20'C to 60 V C(-4'F to 140°F). 

I 

STORAGE 

- For long term storage, discharge tne battery before storing. 

• Store in a cool and dry place. In particular, avoid leaving the battery In high 
temperature areas. 
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SAFETY CAUTIONS CONT. 



HANDLING CAUTIONS FOR THE AC CONVERTER AC-M515 

OPERATING TEMPERAT URE AND CONDITIONS 

• This AC converter | 5 designed for use from or to 4CTC 132" to 1QA*F). 

► Do not leave the AC converter where il m*iy be subjected to extreme 
temperatures, such as the glove compartment of a car. 

• Do not subject the AC convener to extreme humkJily. 

• To prevent Lunttansalinn from forming, place the AC converter m a sealed plastic 
Dag when bringing il from the cold exterior to a warm building. Allow it to come lo 
room temperature before removing il from thB hag 



HAND LI NG C ARE 

• The AC converter is not waterproof, dustproof, or sand proof: lake care when 
using at The beach or near water - costly or irreparable damage lo Uie camera m«y 

occur. 



ft) 



BEFORE YOU BEGIN 



Before you begin, check the packing list. If some ol the parts are 
missing, contact the nearest Minolta Service facility. 

• Digital Camera RD-175 

■ AC power adapter AC-M51 5 

• DC power cord 

- Lithium ion battery NP-500H 

• Lithium battery 2CR5 

• PC card 

• Holding Strap HS-700 

• SCSI Cable 

• Two floppy disks 

• Digital Camera RD-175 instruction manual 

• Software fnstnjction manual 

• Warranty card 



J 
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FLASH DETAILS 



Using the BuM -in Rash 

Built-in Flash Precautions 

Using Rash In P, A. S. M Modes 

Red-Eve Reduction .......... . .... 

Wireless i Remote Off Camera Flash 

PC. Terminal 

APPENDIX 



About the PC Card 

About the Lithium ion Battery 
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NAMES OF PARTS - Camera Body 






' Battnry case release button 



Bottom of the camera (alter the Battery case has removed out) 




NAMES OF PARTS - Data Panel 



j— Shullei speerl / SCSI ID number dteptav 
■ — Wireless Hash indicator 




Terminate- po*.pr hricatar 



SCSI mode .I'Uicator 



NAMES OF PARTS - Viewfinder Display 




Rnsh signal 

Focus signal 

Standby lamp 
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QUICK OPERATION 




j| Insert lithium battery. 
Insert one 6-volt 2CR5 lithium battery 
mio the chamber as indicated by the + 
and - marks on the inside of The battery 
cover. 



Install lithium ion battery. 

Press the battery case release button 
and slide the battery case oirt. Insert the 
NP-5O0H lithium ion battery as illustrated 
on the inside o1 the battery case. Slide 
the battery case bach into the camera 
until it clicks. 

0 Attach Lens. 
Align the red mounting index on the lens 
with the one on the camera. Gently 
insert the lens into the mount and turn 
the lens clockwise until it dicks into the 
locked position. 

0 Insert PC card. 

Open the siot/SCSi connector cover. 
Insert the PC card, as shown, until the 
card stops. 



•a 






[ 








— - 












j 
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** 
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QTurn on power. 

Slide the main switch to ON. Wait until 
the frame counter displays the number 
ol remaining frames in the data panel. 



0Set Full-Auto mode. 

Press the program reset button to set the 
camera to fully automatic mode. 




0 Focus on subject. 

Align the subject within the tocus trame 
and press the shutter-release button 
partway down to activate the autofocus 
The tocus lock indicator will glow when 
the subject is in focus. 

QTake the picture. 

Check that the standby lamp in the 
viewflndcr is illuminated. Gently press 
the shutter-release button all the way 
down to take the picture 
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BASIC OPERATION 
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Attaching the Holding Strap 



You will have a better grip on (he PD-175 Digital Camera, it you attach the 
HS-700 Holding Strap to the camera. 




gpass trie other end of the Holding Strap through the upper strap eyelet and 
attach as the same way shown above 



Inserting Batteries 



The digital camera uses a 2CR5 lilhium battery and an NP-500H 
rechargeable lithium ion battery. The 6-volt 2CR5 lithium battery powers all 
camera operations. The NP-500H rechargeable lithium ion battery supplies 
power for recording and copying digital images. 

• Please read all warnings in the Safety Cautions section of this manual, as 
well as those supplied by the battery manufacturer. 




H Push the cover release in the direction of 
the arrow to open the battery chamber 



■ i}'-er. 



Q Insert the 2CR5 6 voll battery into the 
chamber as indicated by the - and - marks 

inside the ballery cover. Cloan thn cover 

until it dicks and locks closed. 



While pressing the battery case release 
button, slide the battery case out 



Q Insert the NP-500H lithium ion battery into 
the battery case as shown. 
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gsildc the battery case back into 
camera until it clicks. 



Use the AC Power Adapter AC-M515 when the battery charge is 
low, an AC source is readily available, or images are being 
copied to the Macintosh. 



g While pressing the battery case release button, slide the battery case out. 

g Connect the adapter cord to the AC power 
adapter. 




QPIijg the other side of adapter cord Into the 
power input terminal in the digital camera 
as shown. 



gJPlug the AC power adapter into an AC 
outlet. 



Battery Condition Indicators 



This bunim is eg j ppeU ft#1 an auto-nattc battery power Indicator. Each time Ihe ir-aiii switch 
is turned ON. symbols will ApfAV In the data panel to fntfCOt (In power status of the batteres 



Indicates the condition ol irihium balleiy 






Indicates the nnntliliun ol lithium ion battery 



Full battery symbol • poww is sufficient for all digital camera 
operations. 



Low battery symbol power Is sufficient tor ail digital cantera 
operations, hut is gelling low. 




Bl nking 'ow 

battery 

symbol 

appears 

with othBr 

displays. 



2CH5 - Power is extremely low 
Itflio^' Is rsconrr-eTded. 



BflplflfJng with a iav> 



Blinking low 

battery 

symbol 

appears 

alone. 



NP-KOH - Power is extremely low One nf the lollownc. 
npArai dps is 'econmended. 

1 Replace NP-500H wHn a n*A battsry. 

2 Charge Jie NH-MWH batter/ 

3 Use *he AC power adapter instead v\ ihe bctory. 



3CRG - Replace 2CR5 wtili a MM Ualicfy irrtittcSatcly 



NP-SOOH - One ol the loiiavony oporaliois is necessary 

1. Replace NP-OOOM with a new battery. 

2. Charge Hie NP 600H battery 

3. Ijfsa iha AC power adapter Instead ol the battery. 



H 1 

H no data appears in the data panel, replace the battery or 
check that il is inserted oorrectfy. 



• The RD-175 digital camera uses Iwo batteries. 2CR5 lithium Dattery 
supplies power for camera function (auto-tocus. auto-exposure, etc). Trie 
NP-500H rechargeable lithium ion battery supplies the power tor recording 
and playback of digital images taken by RD-175. 

When the power of one battery is extremely low (blinking low Dattery symbol 
appears alone in the data panel), the RD-175 will not function even if the other 
battery has a full charge 
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Attaching and Removing the Lens 



ATTACHING THE LENS 




jj Hemove the camera body cap and rear 
lens cap as shown. 



0 Alien the red mounting index on the lens 
with the one on the camera. Gently 
insert the lens into the mounl and turn it 
clockwise until it clicks into the locked 
position. 



REMOVING THE LENS 




H Press and hold the lens-release button, 
then turn the lens counter-clockwise until 
il stops. 

Gentry remove the lens from the mount. 
Replace caps, or immediately attach 
another lens. 



Cautian 

• Do not lorce the lens il il does nol turn smoothly. 

• Do not touch Inn inside ot the camera, especially Uw lens contacts or tne mirror. 
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Handling the Camera / How to Press the Shutter-Release 



HOLDING THE CAMERA 




Hold the camera grip firmly with your right hand while supporting the camera 
or lens with your left hand. Make sure that your fingers are not blocking any of 
the camca's features; they should lit securely around the grip. To hold the 
camera steady, always keep your elbows at your side and your teet shoulder- 
width apart tor support Always keep the camera strap around your neck or 
wrist in the event you accidentally drop the camera. 



HOW T O PRES S THE SHUTTER-REL EASE 

The shutter- release button has three positions. Press the shutter release 
button partway down to activate the camera's autofocus and autoexposure 
systems. Gently press the shutter-release button all the way down to take the 
picture (never with a quick jab). 
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Inserting the PC Card 



I 



This camera uses a PC card as it's recording device. The standard accessory 
card has already been initialized (or us« m this camera and can be used 
immediately. 



PC cards sold m stores can be used as a recording media, however, Ihese 
cards ncce to oc initializco before use. Ana some PC ca-as arc 
incompatible for this digital camera. II you want lo use PC cards sold in 
stores, contact a Minolta Service Facility tor details betore you use. 




LOCK* «ow 

CUD 




H Slide the main switch to lock. 

PFRFORM THIS OPERATION BEFORE 
INSERTING THE PC CARD 



gopen the slot/SCSI connector cover. 



H Insert the PC card as shown, push the 
card in until it stops. 





— \- 

j 







Qciose the slot/SCSI connector cover 
and slide the main switch to ON. 



Initial kiarinri slaTs Man the main switch a lurried on. I tie uwU b SGfiffWd and the n&ytSng head 
moves '£• the f "ti av-i-T'- r.p.v.= --• "h* PC. M'ri Wnp irac -q. the t-ama counter will cycle as 
snown 

When kiAftnrj la omrWffP, The standby display '.viii appear 3howing W*e nUmtWl ol bVRM) leriaiinng. 











■ 








1 

















1 












1 















1 




U 








1 






NLTCerol Tanes remamrg 



To display the maximum capacity of the PC card 

While prGssing the mode button, 
press the self timer button. 

• The maximum capacity ot Inn can) will 
appear at the top center of the data panel 

• When the outlons are released, the card 
rapacity will nn longer he displayed. 
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Taking Picture in Fully-Automatic Mode 



t-uliy-Ablurtibc inutfe e> i ie camera's blbtitkuQ upetating nude, end is suited lor virtually any 
situation. When yoj oress Ina srogram-rttfiei button, all tie Ufnaa*! funr.tkinft am M m liilry 
automatic operation. 




0 Slide the main switch to ON. 



@Press the program reset 
button to set the camera to 
program mode. 



IJGrip both sides of the built-in 
flash and gently lift. 
• The flash will fire auto- 
matically when necessary. 

fllf using a zoom lens, rotate 
the zooming ring on the lens 
to frame the subject as 
desired. 



30 



(? 
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r. 



j 

I 






@ Align the subject within the 
focus frame [ ] and press 
the shutter release button 
partway down to activate 
autofocus. 

0The standby lamp in the 
viewfinder will glow when the 
digital back is ready to take 
the picture. 

QPress the shutter-release 
button all the way down to 
take the picture. 



• Refer lo page 37 when you want to take a picture with your subject outside 
the focus frame. 
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Removing the PC Card 



When the card is full, "0" will be displayed in the data panel 
and the shutter will lock. Remove the full PC card and 
replace with a new PC card 





Q Slide the main switch to lock. 

PERFORM THIS OPERATION BEFORE 
REMOVING THE PC CARD. OR DATA MAY 
BE LOST. 



@Open the slot/connector cover and 
press the ejector lever. 

•ThflPCcarc) wll slide out. 



0 Insert a new PC card according to the 
instructions described on page 28. 



When removing the PC card which is only half full, follow steps 1 and 2. 



If a new card is not available, set the camera to SCSI mode and 
transfer the images on the card to the computer. Then delete the 
imagc(s) on the card. See software manual page 22 for details. 



~s2 



If the computer is not nearby, and a new card is not availaDle. the lasl image 
can be overwritten 



CAUTION 

Overwriting will delete the last image. Once overwritten, the 
image can not be recovered. 




Q Press and hold the mode button 
and the self timer buttons. 
• "0" will blink in the trame counter. 



gTurn the control dial one click. 

• The blinking "0" will change to a blinking 

• If you want lo disconlinue this operation, 
lum the control dial on till IhH blinking "0" 
reappears in II ie viewfinder. 



g Release the mode and self timer 
buttons. 



• The "1" will slop blinking, indicating the digital camera is ready to overwrite 
the lasl image. 

• Only the lasl image can be overwritten. II you want lo repeat the overwrite, 
repeal slops 1-3. 
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FOCUS DETAILS 
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Focus Signals 




The locus signals appear at the base ol 
the viewfinder when tne shutter Is 
pressed partway down. 
The color of the focus signal Indicates 
the focus situation. 



• (r) H 



Focus Signal 



Glows Green: Focus is confirmed and locked. 

Glows Orange: Continuous autolocus; focus is confirmed. 

Glows Red: Focus is not possible (shutter locked). Your 
subject is too close or is one of the special 
focusing situalions described on the next page. 
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Special Focusing Situations 



In tJic situations like the ones described below it may be difficult or impossible 
lor the camera to focus accurately - you may have to use focus lock or 
manual focus ( page 37 and 38). 



3 A 



J_'' 



V 
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2- 



If two subjects at different distances 
overlap in Ihe focus frame. 



If a subject composed of alternating 
light and dark lines completely fills 
the focus frame. 



If the subject within the focus frame 
is very bright, or low contrast. 
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Focus Lock 



Focus lock snoulO be used when you want to take a picture with your subject 
outside the focus frame [ ] or in situations where autofocus is difficult to 
;,; ntirm 




H Center your subject in the focus 
frame [ ] and press the shutter 
release button partway down. 

• Ttw focus iuck indicator wil glow at qreen 
Alien the locus is locked. 



^Continue to hold the shutter- 
release button partway down while 
you recompose your picture as 
desired. 

0 Press the shutter release button all 
the way down to take the picture. 



■ Focus lock cannot be used with moving subjects. 
Alternate Focus Lock Methods: 

* It using a manual zoom lens wdh a focus hold button, lock focus by pressing 
the focus hold button. 

• If using an AF Zoom xi or AF Power Zoom lens, lock focus by pulling Ihe 
lens control ring towards you. 
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ADVANCED 
OPERATION 



Setting the White Balance 




While Balance Window 



This digital camera has automatic white 
balance. Beautiful images can taKen under 
any light source. However, manual white 
balance is necessary when the light source 
illuminating the white balance window is 
different than the light source illuminating 
the subject. 

For example, il the camera Is in a room 
illuminated by a fluorescent lamp, and the 
subject is outside illuminated by direct 
sunlight, manually set the white balance to 
ihe daylight mode. 

This camera has five white balance modes. 



This camera has five white balance modes. 



AUTO 



-6'- 



Auto white balance 



Daylight - used when the subject is illuminated by daylight 



Si 

\N I I , 



Tungsten - used when the subject is illuminated by tungsten 
(incandescent) light 



Fluorescent - used when the subject is illuminated by fluorescent 
tight 



r-jjz F,a sh - used when the subject is illuminated by Hash, It Is 
/i/c; 'tecessary to set this mode manually when using a PC mounted 
- - - 0r non-dedicated flash 
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Setting the White Balance Cont. 



To set the white balance manually 



WB 



A S M 




QTurn the WB/ASM mode switch 
to white balance (WB). 




gwhile pressing the mode button, 
turn the control dial until the 
desired indicator blinks in the 
data panel. 





• The blinking WB mode 
is selected when you 
release the mode button 
(the other WB indicators 
will disappear) 



• Pressing the program reset button returns the camera to the auto white 
balance mode. 

• When using the built-in, or a dedicated Hash in auto white balance mode, the 
while balance is automatically set to flash mode. 
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Exposure Mode 



This camera has tour different exposure modes: Apcrture-prionty. Shutter- 
priority. Manual, and Program. The exposure modes allow you to tailor the 
degree of camera control needed to capture the desired image. For information 
on P mode, refer to Taking Pictures in Fully-Automatic Mode" beginning on 



page 3U. 






A Mode 


Manually select aperture 


1 


SMode 


Manually select shutter speed 


MMode 


Manually select aperture and shutter speed 




Selecting t 


he Exposure Mode 






□Turn the WB/ASM mode switch to 
ASM. 



@ While pressing the mode button, 
turn the control dial until the 
desired indicator blinks in the data 
panel. 

• The banking nxpesure mode is selected 
when you release the mode button. 



• When you press the program reset button, the camera is returned to Fully- 
Automatic operation. 
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A Mode : Aperture Priority 



In A mode, you select the aperture and the camera automatically seis the shutter 
spmw! required lot proper exposure. This mode snoulrt rw used when you want to 
control the ranue ol sharpness (i.e.. depth ol field) m an image. Larue apertures {smal 
numbers) prmwe a short depth ol lield which is 'deal lor portraits. 




[|Turn Ihe WB/ASM mode switch 
to ASM. 

gwhile pressing the mode hutton, 
turn the control dia! until A blinks 
in the data panel. 
• The aperture priority mode is selected 
when you release the mode button. 

QTurn the control dial to select the 
aperture. 

- Aperture range depends on The lenn 
used, however, 1/6.7 is Ihe maximum 



with Una camera. 



• In Ihe viewfinder, only the plane on which ihe camera is tocused will appear 
sharp, the photographed image however, will have depth of focus 
corresponding lo the aperture used. 

• It 2000 or 2 blinks in Ihe data panel, the required setting 
is beyond the camera's shutter speed range. Tun the 
control dial until Ihe blinking stops. (See "Exposure 
Warnings", beginning on page 67 lor more exposure 
warnings.) 

• Sec pape 53 lor inforrnahon on flash exposure in A 

mode. 
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S Mode : Shutter Priority 



In S mode, yon sweet the sriulier speed ana the camera automatically sets the 
aperture required lor proper exposure. This mooe is useful fc photographing moving 
subjects when you want lo control subject blur. Faster shutter speeds can stop Subject 
motion 










s 




8E 



||Tum the WB/ASM mode switch 
to ASM. 

Q While pressing the mode button, 
turn Ihe control dial until S blinks 
in the data panel. 

• The shutter priority mode is selectee 
whan you release lite mode button. 

|jTurn the control dial to select the 
shutter speed. 

• Only Rhiittar speens between 1/2 and 
1/2000 sec. arc available with this 
camera. 



■ The number 60. or 125, displayed in Ihe data panel stands tor 1/60 or 1/125 
of a second. 

• If the aperture display blinks in the data pane!, the 
required setting is outside the aperture range o( Ihe lens. 
Turn Ihe control dial until the blinking stops. (See 
"Exposure Warnings" beginning on page 67 for more 
exposure warnings.) 

• See page 53 for information on flash exposure in S 
mode. 
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M Mode : Manual Exposure 



In M mode, you have full control at the exposure. You select both Itie shutter 
speed and the aperture. The data panel wil tell you if 'he exposure you have 
selected is over, under, or the same as the metered exposure. 





Pas'm 

'1% 







esc 

8 



-L_Q 




||Turn the WB/ASM mode switch 
to ASM. 

gWhilo pressing the mode button, 

turn the control dial until M blinks 

in the data panel. 

- The manual mode is selected wnen you 

release f» mode button. 

||Tum the control dial to select the 



S 8 



M 



^ ii " r> ! 




QWhile pressing the aperture 
button, turn the control dial to 
select the aperture. 
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Exposure Compensation 



This feature lets you compensate the exposure ±3 stops, in 1/2 stop 
increments. Exposure compensation is used when Ihe cameras metering 
system cannot correctly determine the precise exposure. 





[While pressing the exposure- 
compensation button, turn the 
control dial until the compensation 
value you want appears in the 
data panel. 



Release the exposure-compensation button to 
enter the selected value. 

• + or - will remain in the data panel display as a 
reminder that exposure compensation is set. 

• To cancel exposure compensation, perlorm the 
above procedure and select "0.0". 
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Self Timer 



The seMimur mI duluy vjkMav "< *n.'ir-< •■or .->ri»*i« tai** *t seccoOs afisryot p-esa the sf jne'--eease 
CJton. gMng you Ume tc get no ne pcSure. 

Q Press Die self timer button. Self- 
timer indicator will appear on the 
data panel. Pressing the self- 
timer button again will cancel the 
self timer. 



g Compose the picture and press 
the shutter- release button all the 
way down to start the sett timer. 
. The seU-tinw tamp on tin? fronl the 
camera will bl.nk until the shutter 




• Self-timer mode will automatically cancel alter the exposure. 

* To cancel the self timer before the shutter releases, slide the main switch to 
lock. 



Remote Release Terminal 



To avoid blurry pictures, use of the optional Remote Cord RC-1000S 
(or L) is recommended. 




Using Remote Cord 

1 . Remove the remote control terminal 
cover. 

2. Insert the remote cord's plug into the 
terminal. 



To Atta ch the Re mote Terminal 
Cover after use 

1 . Align the prongs on the remote 
terminal cover with the remote terminal. 

2. Carefully press ihe cover until it 
attaches. 

• Do nol force the cover at an angle, the 
pronps may break. 
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FLASH DETAILS 



50 



Using the Built-in Flash 




The buHl-in Hash provides covwagH lor lens 
local lengths as short as 28mm. The lash 
output is controlled automatically by Ihe 
camera's TTL (Ihrough Iho lens) flash 
metering system. 

Grip both sides of Ihe buill-in Hash and 
gently irtt After you have finished using the 
flash, push it bac< down. 



FLASH SIGNALS 



{No Display) 



Built-in flash is up or accessory flash is on 
and charging. 



glowing 




Flash is charged and will fire when the 
shutter-release is pressed. 



(After picture is taken, blinks rapidly) Rash 
output was sufficient to provide correct 
exposure. 



• If i doesn't blmk idler Hie picture is laken, flash output was not sufficient. 
Make sure your subject is within the Hash range (see next page), and release 
the shutter after Hash is charged 
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Built-in Flash Precautions 



FLA SH RANGE 

The range ol Ihe built-in flash depends on lite aperture selected. Make sure 
your subject Is within the working range of the flash, specified in the table 
below. 



Aperture 


Rash Range 


F6.7 


1.0 -5.0m (3.3-16.5 ft.) 


F8 


1.0 -4.2m (3.3-13.8 ft.) 


F9.5 


1.0 -3.5m (3.3-11.5 ft.) 


F11 


1.0 -3.1m (3.3 -10.2 ft.) 


F16 


1.0 -2.1m (3.3 -6.9 ft.) 



If you want to take Hash photographs closer than 1m (3.3 It.), we recommend 
that you use Minolta's Close-Up Diffuser CD-1Q00. Otfierwise lens shadowing 
may occur in the bottom of your picture. This accessory provides seller 
lighting for more piecing dose up photographs 



C AUTION: LENS SHAD OWING MAY OCCUR 

Lens shadowing may occur at the bottom of your pictures when using the 
built-in flash with certain Minolta AF lenses. To reduce the chance of lens 
shadowing, never use a lens wider than 28mm. never use a lens hood, and 
do not photograph closer than 1 m (3.3 ft). 

Built-in liash should not be used with the following lens. 
AF 600mm I/4APO 
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Using Flash in P, A, S, M Modes 



USING FLASH IN P MODE 

When Ihe built in flash is up. or an attached accessory flash is on, il will 
automatically tire in low-light or back-lit situations. The camera will select trie 
most appropriate shutter speed and aperture. 

TO FIRE THE FLASH MANUALLY 




In P mode, you can manually fire 
the built-in or accessory flash. 
Press and hold the manual fill- 
Hash button while you take the 
picture. 



USING FLASH IN A. S. M MODES 

When the built-in flash is up, or an attached accessory flash is on, it will 
fire each lime you take a picture. When the built-in flash is down, or an 
attached accessory flash is off. it will not fire. 

A MODE FLASH: You can select any aperture from f/6.7-f/22. and the 
camera will automatically set the shutter speed. 

S M ODE FLASH: Operation in the S mode is the same as P mode. 
The camera will automatically set the aperture and the shutter speed. 

M MO DE FLASH: You can select any aperture from t'6.7-f/22, and any 
shutter speed beiween 1/90 and 1/2 second. 



Red-Eye Reduction 



When photographing people or animals at night or in low lighl situations, the effecl 
called 'Red-Eye' may occur due to the flash reflecting off the inside of the subject's 
eyas In rsrhicfl this after) and tn produce mora natural Irtnuing pictures, use the red- 
eye reduction mode with the built-in flash. 

1 . Press the Rash mode button 
so that the red-eye indicator 
<5> appears in the data panel. 

2. Warn your subject that the 
flash will fire a few short flash 
bursts just before the picture is 
taken. 

• Tn oiritwl rad-aya redurrlion. press the 
Hash mode button again so thai <S> no 
longer appears in the data panel. 
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Wireless / Remote Off Camera Flash 




Normal Rash 




^^^^^ 


1 


Wireless /Remote Flash 




1, 





Wireless / Remote Oft-Camera 
Flash Control is available with the 
Minolta accessory flashes: 5400HS, 
5400xi. or the 3500xi. Wireless I 
Remote flash allows you to 
experiment with creative lighting 
techniques using off-camera 
accessory flashes without a tangle of 
accessory cords and connectors. 
In Wireless t Remote flash mode. 



coded signal from the camera's built 
in flash when you press the shutter 
release button. Another signal stops 
il once the camera's TTL flash meter 
delects thai the proper exposure has 
been received. You can also obtain 
a 2:1 lighting ratio automatically. 
When selected, the off camera flash 
provides 2'3 of the full exposure and 
the built-in flash provides the 
remaining 1/3. 



Woreless / Remote Ratio Rash 
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Wireless / Remote Off Camera Flash | ~~ (Cont.) 



SETTING WIRELESS / REMOTE FLASH MODE 






WL 








P 




W5 




[|Attach the accessory flash 
(5400HS, 5400xi, or 3500xi) lo 
the camera and turn both the 
flash and the camera on. 



QPress the flash mode button. 
"WL" will appear in the data 
panel. The flash is now set for 
wireless / remote flash operation. 



g Remove the accessory flash, and 
raise the camera s built-in flash. 
The accessory flash is now ready 
to be positioned. 



TAKING PICTURES IN WIRELESS f REMOTE FLASH MODE 



Q Position your camera and 3500xi flash unit using the information on 
this page. It you are using a flash unit other than the 3500xi off 
camera, refer lo the instruction manual for that flash. 




Aperture 


Camera-SubjecT Distance 


3500xi-Subject Distance 


~F6.7 


1.7 -5.0m/ 5.6- 16.4 ft. 


1.2 -5.0m/ 4.0- 16.4 ft 


F8 


1.4 -5.0m/ 4.6 -16.4 ft. 


1.0 -5.0m/ 3.3- 16.4 ft. 


F9.5 


1.2 -5.0m/ 4.0- 16.4 ft. 


0.8 -5.0m/ 2.6- 16.4 ft. 


F11 


1.0 -5.0m/ 3.3- 16.4 ft. 


0.7 -4.6m/ 2.3- 15.2 ft. 


F13 


1.0 -5.0m/ 3.3 -16.4 ft. 


0.6 -3.9m/ 2.0 -12.8 ft. 


F 16 


1.0- 5.0m /3.3- 16.4 ft. 


0.5 -3.2m/ 1.6 -10.5 ft. 
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Wireless / Remote Off Camera Flash 




g Wait for both flashes to charge. 
■ Tlw Hwwssory flash's AF illuminator 
will blink when Ihe flash is fully 



Q Press the flash mode button to 
test fire the accessory flash, and 
wait again for both flashes to 
charge. 

0 Press the shutter-release all the 
way down to take the picture. 



WIRELESS / REMOTE RATIO CONTROL 

In wireless / remote mode, when ratio control is selected. Hie output of Ihe off 
camera flash and the built-in flash combine to provide a 2:1 light ratio. 




al 



(Cont.) 



CANCELING WIRELESS / 




>TE FLASH 

Q Reattach the accessory flash to 
the camera. 

g Press the flash mode button so 
that "WL- disappears from the 
data panel. 



• To cancel wireless/remote flash mode on the 3500xi separately from The 
camera, first turn the flash off. Then, press the ON/OFF turnon to turn ihe 
Hash on and hold the button until the wireless lamp turns oft. 

* To cancel wireless/remote flash mode on other Hash units, refer to your flash 
owner's manual. 
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P. C. Terminal 



The digital camera's threaded PC terminal accepts PC type sync, cords trom 
non-dedicated flash units, or (lash units that do rtol have a hot shoe connector 

When you connect a sync, cord to the 
PC terminal, set the shutter speed to 
1/90 sec. or slower. Manually set the 
white balance to the flash mode. 




Certain Studio Flash Systems operate on a Negative Polarity triggering 
system (Sec below). 

It is possible that when using a system ot this nature in conjunction with the 
RD-1 75 the flash may not fire. 

It is therefore recommended that before using a Studio Flash system of this 
nature you contact a Minolta Authorised Service Facility for advice. 



APPENDIX 




Positive Polarity 




Negative Polarity 



• The trigger voltage of some flash units may be too high for the digital camera 
to fire the flash. If this is true of your Hash, contact an authori7ed Minolta 
service facility. 
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About the PC Card 



This digital camera uses the PC card (PCMCIA-ATA card) as it's 
recording medium. PCMCIA is (he abbreviation lor Personal 
Computer Memory Card International Association, and is 
categorized into three types. The three types are Type I. Type II, 
and Type HI. The standard accessory card is a Type III card. 



A Type III PC card has been included as a standard accessory. 
However, DOS formatted PC card can be used with this camera. 

• The card slot is designed for Type III cards, but Type I and Type II 
cards are also compatible tor use in the RD-175. 

• Some DOS formatted PC cards will not be 
compatible with the RD-175 digital camera. If a 
card is not compatible will appear in the 
frame counter. Please contact a Minolta Service 
Facility for details on non-compatible cards. 
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INITIALIZIN G A PC CARD 

PC cards not supplied with this camera will need to be initiallized. 
This operation is controlled by the computer connected lo the RD-175 
digital camera by the SCSI cable. 

Please refer to your software instruction manual for details. 



Touching the PC card may interrupt operation when the RD- 
175 is set to the SCSI mode appears on the data 
panel). If this occurs, follow these steps to re-set the RD-175 
to SCSI mode. 

1 . Slide the main switch lo LOCK and wait 3 seconds. 

2. While pressing the mode button, slide the main switch to 
ON. 
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About the Lithium Ion Battery 



This digital camera uses a lithium ion battery as (lie power source (or the digital 
back. Lithium ion batteries have the following advantages; 
- Compad-Liglitwright-High Energy Density 

Lithium .on batteries have approximately 30% less volume, and are 35% lighter in 
weighl than standard nickel cadmium batteries with the same discharge capacity. 
• No Memory Effect 

Lithium mn batteries can be recharged at any time, without the need for refresh 
discharge circuitry, and without fear of shortened usage iim« due to repeated 
shallow discharge cycles. 
■ Exlremely Safe 

By not using Bthlum metal or lithium alloys. Lithium Ion batteries have attained a 
high level of safety. Lven Ihe U.S. Department ot Transportation's Dangerous 
Materials Division has declared Lithium Ion Batteries exempt from dangerous 
materials regulations. 



A C AUTION 

Please read "SAFETY CAUTIONS FOR THE LITHIUM ION BATTERY" and 
"HANDLING INSTRUCTIONS FOR THE NP-500H LITHIUM ION 
BATTERY* on this manual for proper and sate use. 



The Uhium Ion battery, like nickel cadmium batteries, is rechargeable. The 
packaged battery Is half charged for shipping. When the capacity of the 
batten/ is low, the low battery symbol will blink in the data panel. When this 
display occurs, remove and recharge the battery 



HOW TO RECHARGE THE UTHI UM ION BATTERY 

□Attach the NP-500H lithium 
ion battery to the AC-M51 5 AC 
power adapter as shown. 

• It the adapter code is connected to the 
AC power adapter, disconnect it. 





gPlug Ihe AC power adapier 
into a wall socket. 

• Power and charge lamp will glow. 

• It tafcfls approximately two hours lo 
obtain a full charge Charge time 
depends un fo temperature and battery 
condition. 

• II tfie battery is left on the charger for 
more than lour hours. Hit* prevent 
circuitry in the battery will turn the 
charger oil. 
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Accessory Information 



This camera was designed to work specifically with lenses, flash units and 
other accessories manufactured and distributed by Minolta. Using 
incompalible accessories with this camera may result in unsatisfactory 
performance, or damage to the camera and accessories. 

LENSES 

• Minolta AF lenses can be used with this camera. 

• Manual focus lenses (MD or MC) cannot be attached to tins camera. 

• See page 52 for lens shadowing when using the built-in flash. 

• Some AF lenses are not suitable lor use with this digital camera. Contact an 
authorized Minolta Service Facility for details. 

FLASHES 

• All Minolta i, xi. and HS -Series flash units can be used with this camera. 

. When used with the RD-175. the guide number of a flash will be 2.8 times its 
value at ISO 100. 

• See the- flash instruction manual tor the (lash range. 

• High Speed Sync (HSS) is nol available with the RD-1 75. 

- Red-eye reduction is not available with accessory flash units. 
« To use an AF-Series Hash unit. Flash shoe adapter FS 1100 musl be 
attached to the camera. When the flash is on. the flash will fire each lime you 
take a picture. At no time will Ihe flash's AF illuminator activate. 

OTHER ACCESSORIES 

The following accessories cannot be used wilh this camera: 

• Angle Finder 

• Magnifier 

• Control Grip CG-1 100 

• Data Receiver DR 1000 
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Exposure Warnings 



Mode 


Display 


Cause 


Action 


P 


B 
B 

I 


=6/7; 
P 

uc 


Light level is 
beyond the range 
of available 
shutter speeds 
and apertures. 


In bright light, attach a neutral 
density (ND) BUer. use film with 
lower film speed, or reduce the 
overall brightness ot your 
;.urrc',inninf)!i 

In low, light SBlfict M mate ana 
i.Sfl a hand-hela meter, use 
r vr#' speed dim, or nowise If te 
brightness uf youi surroundings 
. y use hsft). 


A 


E 


3.5 

LI 


Required shutler 
speed is beyond 
the range of the 
camera. 


Select a larger/smaller 
aperture until the display 
stops blinking. 


S 


C 


SCO 

8^ 


Required aperture 
is beyond the 

„_ 


Select a faster/slower 
shutter speed until the 
display stops blinking. 
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Troubleshooting 



RfllHr to Uiese pages to determine the cause of a prubkim you are experiencing with 
your camera. If the information does nol cover the problem which you are 
experiencing or the condition continues, contact your nearest Minolta Service I aaSty. 

No display appears when the camera is switched on 

• Balleries are exhausted. 

If the camera battery is exhausted, install a new battery. II the tthium on battery 
is exhausted, remove and recharge, or use the AC power adapter. 

Help appears in the data panel 

• Camera operation malluncfton. 

Remove and reinstall the battery m the camera body. If normal camera 
operation does not resume, contact a Minolta Service Facility. 

Auto focus does not work when shutter-release button is pressed partway 
down 

• Situation is unsuitable for autofocus. 
Use focus lock or manual focus. 

• Camera is set to the manual locus mode. 

Set to the auto focus mode by pressing the focus mode button. 
•Subject is too close. 

Check the minimum focus distance tor your lens 

Shutter cannot be released 

• Camera has not been sei lo the standby mode. 

Check that the standby lamp in the viewfirtder is lit before pressing the shutter 
release. 

• Focus cannot be confirmed. 
Use focus lock, or manual focus. 

• PC card has no: been inserted yet. 

Insert the PC card into the card slot according to Ihe instructions on page 28. 

• Camera is attached lo a microscope or telescope 
Contact a Minolta service facility for information. 
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The Initial Load does not start after sliding the main switch to ON 

• The PC card is not fully inserted into the card slot. 
Remove card, then re-insert until i! stops. 

Rash fires when the shutter-release is pressed partway down 

• The AF illuminator is on. 

This is a normal camera operation. 

Flash picture Is too dark 

• Subject is beyond Ihe flash range. 

Make sure the subject is within the flash range. 

• Rash is not charged. 

Wait until % appears in the viewlinder. 

Er appears in the data panel 

• Card access error 

Sot the main switch to lock, remove the card and reinsert. If this display 
appears again, the card is defective or is not compatible. Contact a Minolta 
Service Facility. 

Camera operation interferes with the television or radio 

• Camera is too close to the television or radio 
Move back the camera from the television or radio. 



Clock Battery Replacement 



I 



The clock inskje the digital camera uses a 3V lithium battery (CR2025) 
to maintain memory while the digital camera battery 2CR5 is being 
changed. It this battery is exhausted, the clock settings in this digital 
camera will be lost when the camera battery is removed. 
Replace the clock battery as follows; 



It the date under the each images is incorrect after changing the camera 
lithium battery 2CR5, the clock battery may need to be replaced. See 
the "SETTING THE CLOCK IN THE RD-175" section in the Software 
Instruction Manual. 
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Q Remove the screw from the 
clock battery cover using a 
small Philips screwdriver. 



0 Remove old battery. 



Insert the new battery (+ side 
up). Replace the clock battery 
cover and retaining the screw. 



After clock battery replacement, follow the instructions under SETTING THE 
CLOCK IN THE RD-175' section in the Software Instruction Manual to reset 
the clock insicc the digital camera. 
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Care and Storage 



CLEANING 

• If the camera or lens barrel is dirty, wipe it gently with a soft, clean, dry cloth. 
If the camera or lens comes in contact with sand, gently blow away loose 
particles - wiping may scratch the surface. 

• To clean the lens surface, first brush away any dust or sand then, if 
necessary, moisten a lens tissue with lens cleaning fluid and gently wipe the 
lens in a circular motion, starting from the center. 

• Never place lens fluid directly on the lens. 

■ Never touch the interior of the camera, especially the shutter and mirror. 
Doing so may impair their alignment and movement. Dust on the mirror will 
not affect the picture quality. 

• Never use compressed air to clean the camera's interior, il may cause 
damage to sensitive interior parts. 

• Never use organic solvents to clean the camera, 

• Never touch the lens surface with your fingers 



STORAGE 

When storing your camera for extended periods, please follow these 
guidelines: 

• Always attach the protective caps. 

■ Store in a cool, dry, and well-venlilaied area away from dust and chemicals 
such as moth balls. For very long periods, place the camera in an airtight 
container with a silica gel drying agent. 

• Periodically release the camera's shutter to keep it operating properly. 

• Before using after prolonged storage, always checK the camera's operation 
to make sure it is functioning properly 



BEFORE IMPORTAN T EVENTS 

• Always check camera operation carefully, or lake tesl photographs 

• Minolta IS not responsible for damages incurred by equipment matfunction 



QUESTIONS AND SERV ICE 

• If you have questions about your camera, contact your local camera dealer 
or write to the Minolta distributor in your area. 

• Before shipping your camera for repair, please contact an authorized Minolta 
Service Facility tor details. 
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Technical Details (RD-175) 



Image Sensor 1/2' CCD. Number of pixels : Total 41 OK (380K 
Effective) 

Sensing System 3 CCD (G1 . G2. fVB). Dual-Green System 
Recording Format DOS Formal. 8 bit Digital recording 
Recording Media PC Card 

Number of Frames 114 Frames (using standard accessory PC Cam 1 ) 
Autofocus Minolta's through-the-lens (TTL) phase-detection 

system with CCD line sensor 

AF Illuminator Bui It -in -flash type, automatically activated in low- 

light/tow-contrast conditions 

Sensitivity ISO 800 or equivalent 

Shutter Electronically-controlled vertical-traverse, focal-plane 

shutter, Range : 1/2000 to 1/2 seconds. Flash sync : 1/90 sec. or slower, 
Wireless/remote flash sync : 1/45 sec. 

Built-in Rash Guide number : 12. Coverage for 28mm focal length. 

Recycling time : approx. 2 sec., Red-eye reduction pre-flash available 
Viewfinder Optical relay finder, Field of view : 90%. 

Magnification : 1 04X (with 50mm lens at infinity) 

White Balance Auto white balance with outer metering, Manual 
setting available 

Interface SCSI-II interface, PCMCIA Type III slot, PC-terminal, 

Remote-control terminal 

Batteries One 6V 2CR5 lithium battery pack and One 72V NP- 

500H Rechargable lithium ion battery 

One 3V CR2025 lithium battery 

AC power adapter AC-M515 is available 

Dimensions 161 (W) x 128(D) x 145(H) mm 

Weight 1 .1 kg (without batteries, PC Card, lens) 



74 



Technical Details (AC-M515) 



Input voltage 
Output voltage 

Dimensions 
Weight 



AC100-240V 50/60 Hz 

DC 6.5V 2A (using for AC adapter) 

DC 8.4V 1 4A (using for lithium ion battery charger) 

71 .5(W) x 95.1 (D) x 44.5(H) mm 

300g 
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